o
%8 GRRUITS

1. PREPARE

WASH YOUR HANDS REMOVE SWAB LOOSEN CAP
Wash hands thoroughly for 20 seconds prior Remove the nasal swab from the wrapper Slightly loosen the cap on the tube so it is
to using this testing kit. by pulling two ends of the wrapper and peel easier to open later.
away from the swab. Be careful only to Be careful not to spill the liquid inside

touch the handle — not the tip.
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TILT YOUR HEAD DEPRESS TONGUE SWAB THROAT
Position head back at a 45 degree angle. Depress the tongue so that the back of the Rub the swab up and down against the
throat can be seen. back of the throat, avoiding the tongue and
cheeks.
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REMOVE CAP INSERT SWAB CLOSE CAP
While holding the swab, remove the cap Insert the swab tip all the way down into the Re-cap the tube securely.
from the tube. tube, continue to hold the swab

by the handle.

Break the swab handle short enough to fit
inside the tube without the handle touching
the lid.

Keep the remainder of the handle and
dispose when you are able.

4. PACK
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LABEL TUBE PLACE TUBE IN BAG SEAL BAG
Ensure the tube is labeled with two unique Place the tube into the provided bag. Securely seal the bag.
identifiers (first name, last name & date of
birth)
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